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GUILT MIRROR 
 
Sculptured and shimmering tones of hammered and textured metal with a hint of hard edge surround a perfectly cut convex mirror. 
 

AS SHOWN 
 
Structure: Hammered and piqué hammered brass with high gloss finish 
Mirror: Convex clear mirror 
Back: Gold powder paint with high gloss finish 
 
OPTIONS  
 
Structure: Available in nickel or black nickel, or copper plated brass in high 
gloss or matte finish 
Mirror: Plain mirror available in bronze, antique or smoked 
Back: Available in any RAL color with high gloss or matte finish 
 
* Optional finishes may be subject to upcharge; available upon request. 

 
** KOKET products are one-of-a-kind handcrafted pieces. Each item has its own unique 
attributes which are impossible to replicate identically from piece to piece due to 
human craftsmanship. It is natural for slight variations in color or shape to occur, 
however such variations are hardly visible to the eye. Product images may also differ 
slightly from the actual piece due to variations caused by media screens. 

 
REQUIREMENTS 
 
Not applicable 
 
PRODUCTION LEAD TIME 
 

Minimum 12 weeks. Delivery time not included. 
 

DIMENSIONS 
 
W. 187 cm / 73,6 in 
D. 10 cm / 3,9 in 
H. 187 cm / 73,6 in 
 

WEIGHT 
 

37 Kg / 82 Pounds 

PACKAGING INFORMATION  
 
Dimensions 

Box 1: 
W. 197 cm / 77,6 in 
H. 16 cm / 6,3 in 
D.  197 cm / 77,6 in 
 
Weight 
Box 1: 
53 Kg / 117 Pounds 

 

 
CLEANING & CARE 
 
Clean polished metal or polished stainless with a damp cloth. Do not 
use commercial or heavy-duty polishes or waxes, as they may scratch 
or damage the finish. Polishes we do recommend are Brasso, 
Simichrome, or our favorite Flitz; these can be used without in icting 
damage even for the unskilled user, unless the polished surface has a 
wax sealer coat. These polishes will remove the wax while polishing 
the metal, but the surface would then have to be re-waxed if it is on a 
metal that needs to be sealed. 
Glass and crystal can be cleaned by wiping with a soft damp cloth or glass 
cleaner with no additives. Apply glass cleaner to a soft cloth rather than 
directly on to the fixture to avoid overspray that may damage other finishes. 
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